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• The rational structural design of the entire equipment makes it suitable and convenient for 
mass production. 

• The swift circulation of cutting oil makes cutting oil management convenient and minimizes 
production costs. 

• The cable duct is separated from the main body, making maintenance convenient and not 
affecting leakage.

ST series

• The arrangement of the operation buttons is worker-friendly, and the movement of the panel is 
smooth and stable without shaking, ensuring stability. 

• The main power switch is located on the front, making the wiring short and convenient. 
• The entire inner and outer parts of the main processing components are made of sheet metal 

material to minimize heat generation and deformation.

SHEET METAL GUARD

MAIN S/W

OPERATION PANEL
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• We provide automatic discharge through a finished product conveyor and a built-in product 
box as a standard feature.

• The product box and air gun are provided as standard, making the work convenient. 
• There is a connector that can be used to connect the product alignment secondary conveyor, 

and it can be conveniently used (OPTION: circular type / linear type can be selected).

ST series

• The large-capacity cutting oil tank makes cutting oil maintenance convenient. 
• Equipped with a digital cutting oil flow sensor, it contributes to work safety and stable product 

quality. 
• The sufficient size of the cutting oil piping maximizes the flow rate and hydraulic pressure of 

the pump. 
• The cutting oil outlet is designed with a double strainer structure, ensuring high cleanliness 

inside the tank."

DIGITAL OIL FLOW SENSOR

COOLANT OUTLET

1-1/4” HOSE
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• Main flexible cutting oil pipe can be 
adjusted in position by rotation.

ST series

• Oil nozzle for guide bush
• Oil nozzle for back tool

• Cross drill high pressure coolant(option) • Sub spindle oil nozzle(option)

• Part eject oil blow(option)
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• The upper space of the machine is spacious enough to allow direct installation of a 
dust collector on the equipment body without the need for a separate stand. 

• The high-pressure cutting oil pipes are equipped with connecting parts for the sheet 
metal components, allowing convenient installation in three locations for the main 
spindle and two locations for the sub-spindle."

ST series

OIL MIST COLLECTER

70 BAR HIGH PRESSURE
COOLANT

MAIN

SUB
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ST series
• The machine has excellent heat dispersion and cooling effects due to superior protective 

treatment, minimizing casting deformation.
• The workspace is spacious, making tool setup convenient for operators. 
• The space between the main turret and the sub-spindle is wide, allowing for a wider range of tool 

selection. 
• The machine has an inclined surface cover structure inside, preventing chip accumulation and 

ensuring smooth chip discharge.

BACKSPLASH GUARD

WIDE SPACE FOR TOOL SET-UP 

FULL PROTECT GUARD FOR CHIP/COOLANT 

Y AXIS TELESCOPE SLIDE COVER

X2 AXIS TELESCOPE SLIDE COVER

CHIP SCRAPPER



FRONT TOOL

- DRILL/MILL TOOL
→ 20/26/32

5 ea(ER16, 1.0 Kw/6,500 rpm)
→ 38

5 ea(ER20, 1.0 Kw/6,500 rpm)
5 ea(ER20, 1.5 Kw/5,000 rpm)

TURNING TOOL

- TURNING TOOL
→ 20/26 : 16X16 1ea, 12X12 5ea
→ 32 : 16x16 5ea
→ 38 : 20x20 1ea,16x16 4ea

BACK TOOL

ST series

• The machine is suitable for high-precision machining with a rational tool layout. 
• The rotating tools achieve high rigidity and precision through thermal assembly.
• It has excellent expandability to meet various customer demands by applying MODULAR TYPE 

tools.

CROSS DRIVEN TOOL

- SLEEVE HOLDER
→ 20/26/32

5 ea(ER16, D25 Sleeve)
→ 38

5 ea(ER20, D32 Sleeve)

MODULER TYPE

MODULER TYPE

GUN DRILL(OPTION)

- SLEEVE HOLDER
→ 20/26

2ea(ER16, SPECIAL Sleeve)

- ROTARY TYPE(1.0 Kw/6,000 rpm)
→ 20/26/32

ER16 2 ea(Max 4 ea)
→ 38

ER20 2 ea(Max 4 ea)

- STATIONARY TYPE
→ 20/26/32

ER16 2 ea
→ 38

ER20 2 ea



MAIN SPINDLE

SUB SPINDLE

- BUILT IN SPINDLE
→ 20 : 8,000 rpm(1.5/2.2 kW)
→ 26 : 8,000 rpm(1.5/2.2 kW)
→ 32 : 6,000 rpm(1.5/2.2 kW)
→ 38 : 5,000 rpm(2.2/3.7 kW)

FRONT TOOL
GUIDE BUSH

- ROTARY TYPE
- BALL SPLINE & BELT 

BACK TOOL

- BUILT IN MOTOR SPINDLE
→ 20 : 10,000 rpm(2.2/3.7 kW)
→ 26 : 8,000 rpm(2.2/3.7 kW)
→ 32 : 6,000 rpm(2.2/5.5 kW)
→ 38 : 5,000 rpm(3.7/7.5 kW)

ST series

• With its high-strength bed structure and efficient tool arrangement, the machine is suitable for 
high-precision machining. 

• The main and sub spindles, which use built-in motors, are optimized for high-precision and high-
speed machining.

SP1
GB

SP2

1. The stable bed structure and sufficient mass ensure stable machining. 
2. The bed structure is designed to minimize deformation, and the concentricity between the 

<main spindle+guide bush> and <guide bush+sub spindle> is precisely maintained. 
3. The reasonable weight distribution between the slide, main spindle, and sub spindle ensures 

high precision regardless of the location.



MAIN SPINDLE

Z1 STROKE

BUILT IN MOTOR SPINDLE
→ 20 : 10,000 rpm(2.2/3.7 kW)
→ 26 : 8,000 rpm(2.2/3.7 kW)
→ 32 : 6,000 rpm(2.2/5.5 kW)
→ 38 : 5,000 rpm(3.7/7.5 kW)

ST series

• The main spindle adopts a built-in motor, making it optimal for high precision and high-speed 
machining. 

• The main spindle is compatible with both guide bush type (for processing long shaft products) 
and non-guide bush type (for processing short shaft products), allowing for efficient operation of 
the equipment. 

• The Z1 spindle unit of the electric spindle adopts a roller guide rail to meet the high rigidity 
requirements.

• For machines with a size of 38 or larger, a roller guide rail is used in the Z1 axis, including the 
main axis, to meet high rigidity requirements.

→ 20/26 : 260mm
→ 32/38 : 290mm

Z1 LM/BALL SCREW

CHUCK AIR CYLINDER

20/26/32
→ Φ25 BALL SCREW
→ W25 ROLLER GUIDE

38
→ Φ30 BALL SCREW

TOGGLE CHUCKING

20/26/32
→ Φ80 CHUCK CYLINDER
38
→ HYDLAULIC CYLINDER
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ST series
• The main spindle spindles are designed to be compatible with both guide bush type (for long shaft 

products) and non-guide bush type (for short shaft products), allowing for versatile equipment 
operation. 

• The rotation of the guide bush is synchronized with the spindle using splines and timing belts, and an 
stable structure is adopted. 

• The guide bush unit uses seal bearings and has an air pressure function, ensuring stable bearing 
performance.

GUIDE BUSH TYPE

NON GUIDE BUSH TYPE

Φ25 SPLINE

MAIN SPINDLE

MAIN SPINDLE

GUIDE BUSH 

END LOSS  
→ 20 : 200mm
→ 26 : 205mm
→ 32 : 210mm
→ 38 : 220mm

GUIDE BUSH TYPE

NON GUIDE BUSH TYPE
END LOSS
→ 20 : 65mm
→ 26 : 70mm
→ 32 : 75mm
→ 38 : 85mm



ST series

PART EJECT

GUN DRILL

SUB SPINDLE

- BUILT IN SPINDLE
→ 20 : 8,000 rpm(1.5/2.2 kW)
→ 26 : 8,000 rpm(1.5/2.2 kW)
→ 32 : 6,000 rpm(1.5/2.2 kW)
→ 38 : 5,000 rpm(2.2/3.7 kW)

→ 20/26 : 2 ea 120mm 
→ 32 : 1 ea 120mm

→ 20/26/32 : 70mm 
→ 38 : 80mm 

CHUCK AIR CYLINDER

TOGGLE CHUCKING

• The sub-spindle also adopts a built-in motor for high precision and high-speed machining. 

• The body of the spindle is a single-piece structure that allows for easy installation and replacement. 

• The 20/26 type has 2 gun drill, while the 32 type has 1 gun drill.
•

20/26/32
→ Φ63 CHUCK CYLINDER
38
→ HYDLAULIC CYLINDER



ST series

In terms of convenience, our equipment is equipped with various functions, including:
•Soft cutting detection function
•MPG program simulation
•Sub-tool collision prevention zone setting
•M CODE LIST call function
•Soft chip breaker (LFV)
•Tool lifespan management

Our control-related components comply with CE standards. In addition, the entire sealing of the 
control box provides excellent protection against external foreign substances.

ELECTRIC BOX

OP PANEL



MEMO
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CONVERTIBLE TO NON GUIDE BUS
H TYPE SPINDLE(BUILT IN MOTOR）

SUB SPINDLE(BUILT IN MOTOR)

COOLANT PIPING NOZ
ZLE

COOLANT FLOW SENS
OR

PARTS CONVEYOR & AIR GUN 
& BOX

HYDRAULIC 3 JAWS CHUCK(OPTI
ON)

PARTS GRIPPER(OPTION)MONITOR SCREEN
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